
Swing Headshell

1. Weight
203A1 – 11.8g  /  203A1-SPU – 23.4g    

2. Accessories
-Headshell leads set
-Cartridge fitting screws, nuts and washers (except SPU version)   -Hex key driver

3. Please note!
1) Lead wires are thin and delicate, so please handle them with care.

-Avoid sharply folding or bending the wires.
-Do not use tweezers with sharp edges or long-nose pliers when connecting the wires to
the pins of the object being connected. Using the dedicated tweezers sold by Nasotec
will allow you to work safely and easily.

2) The joint of the headshell is a place where components are precisely assembled and
operate with sensitivity, so please handle it with care. Never disassemble it or inject any
oil. 

3) Use the swing headshell in a clean, low-dust, low-humidity environment for continuous,
precise movement

US Patent
Korea Patent
Other international patent pending

4. How to install. (Very Important)
1) The two screws on the back of the headshell that adjust the spring pressure are only used

to align the headshell after the cartridge has been assembled. The screws are short and
are under spring pressure, so do not loosen the screws so they come out completely.
There is a high risk of losing the very small internal bearing and spring if they pop out, and
reassembly is also very difficult.

2) When connecting and arranging the lead wires    
(1) When connecting the lead wires, make the wiring on the left and right sides symmetrical

with smooth curves as much as possible. This balances the elasticity of the left and righ
lead wires, allowing the headshell to rotate smoothly.

(2) When wiring, ensure that the lead wires do not touch each other so that they do not
interfere with the movement of the headshell.

3) After assembling the headshell onto the tonearm, check once more that it rotates smoothly
from side to side and is properly balanced. 

4) Confirm that the swing head and the rear body are aligned in a straight line, and adjust 
them using the two left and right screws if necessary.

*Most important points when install: Azimuth and swing balance. 
- Azimuth has a great effect on the swings. Put the headshell on the mirror and 
adjust the cartridge to become completely vertical.



4) Overhang should be set with the manufacturer’s recommendation.

5) When using a cartridge alignment protractor, be sure that the swing head is 
aligned with the plug side completely. 

6) Adjustment of anti-skating.   
(1) The arm has the function of anti-skating adjustment which can be set with the

manufacturer’s recommendation.
(2) If the arm has no function of anti-skating adjustment, it is much easier to install. 

You only have to set accurate azimuth and swing balance. 

Notice: In order to improve the product stated here, Nasotec Corporation reserves the
right to modify or change the design and specifications without previous notice.
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